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Advantages: 
Automatic suction 

Pump can still be running for 30 minutes when sprayer gun turned off 

 

Features: 
-Performance-approved aluminum cage motor, fan cooling, IP55/54 

-Heavy-duty grade direct drive brass manifold triplex pump, pressure adjustable 

-8mm x 10m(30ft.) high-pressure hose, 3/8in. QD. 

-Spray patterns: 0, 15, 25, 40 and chemical for MPC-170/11E-P only 

-Professional trigger gun with safety-lock and 20inch aluminum wand with 1/4inch 

quick connect 

-10 inch pneumatic wheels 

-Powder coating heavy-duty frame 

-Down stream low pressure detergent injector 

 

Model: 

 

MODEL FLOW RATE 

(L/MIN) 

PRESSURE 

(BAR) 

RMP 

(R/MIN) 

POWER REQUIRE 

(kW) 

DIMENS 

(CM) 

VOLTAGE  

(V) 

G.W. 

(KGS) 

MPC170/11-EP012 11.0 170 1400 3 72 x 41 x 53 380 54.5 

All high pressure washers include:10m high pressure hose,3m suction hose, gun and five nozzles(0
o
 ,15

o
 ,25

o
 ,40

o
 and chemical) 

High Pressure Washer 

MPC170/11-EP012 
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