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S ES-Pump

Emiliana Serbatoi ha creato un’esclusiva gamma di 

distributori per gasolio.

L’attenta analisi delle esigenze della clientela e la 

voglia costante di rimanere sempre leader sul mer-

cato dei sistemi di erogazione, ha spinto Emiliana 

Serbatoi a progettare e realizzare una propria e per-

sonale linea di distributori per gasolio denominata 

ES PUMP. La linea ES PUMP è stata studiata e pro-

gettata per impianti ad uso non-commerciale e per 

essere utilizzata sia con serbatoi interrati che fuori 

terra. I distributori ES PUMP consentono un veloce, 

sicuro ed affidabile rifornimento degli automezzi, 

offrendo varie soluzioni per il controllo e la registra-

zione delle quantità erogate. Fanno parte di questa 

linea sia distributori con testata meccanica che elet-

tronica. Tutti i modelli sono dotati di filtro con doppia 

funzione ovvero quella di separare ed eliminare le 

impurità che quella di assorbire l’acqua presente nel 

carburante, garantendo così una buona qualità del 

prodotto e preservando i motori da possibili danni. 

Emiliana Serbatoi has designed and developed an 

exclusive range of Diesel fuel dispensers.

A thorough analysis of customers’ needs and the long 

experience in the fuelling field, led Emiliana Serbatoi 

to bring out an high efficiency and low-maintenance 

line of Diesel fuel dispensers called ES PUMP. The ES 

PUMP line consists of an exclusive attractive shape, 

sturdy and reliable family of dispensers for non-com-

mercial use for both underground and above-ground 

tanks. ES PUMP dispensers allow quick, safe and reli-

able refuellings of vehicles, and provide several solu-

tions to control and monitor the fuelling operations 

and the fuel consumption. 

This line of equipment can be provided in both ver-

sions, mechanic head and electronic head with cal-

culator. All models are equipped with a filtration unit 

which provides extra protection removing impurities 

and water from fuel; these filters ensure a superior 

in-line protection of mechanical parts and an high 

level of fuel purity.

[IT] Distributori per uso privato, omologati per 
rifornimento di gasolio e progettati per 
l’installazione sia su serbatoi interrati che 
su serbatoi fuori terra.

[EN] Diesel fuel dispensers, homologated for 
non-commercial use and designed to be 
used for both, underground and above-
ground tanks.

  CARATTERISTICHE COSTRUTTIVE GENERALI:

Struttura autoportante in lamiera stampata con 

trattamento anticorrosione e finitura mediante ver-

niciatura a polveri (pretrattamento di lavaggio, ver-

niciatura elettrostatica a polvere poliestere termoin-

durente con passaggio finale in forno).

Lo chassis, con un nuovo ed esclusivo design, robusto 

ed estremamente funzionale, permette una facile 

manutenzione dei componenti e consente una age-

vole e rapida installazione.

• Pompa volumetrica autoadescante a palette, por-

tata 70 o 90 L/min (provvista di bypass e filtro a 

rete in aspirazione).

• Motore ad induzione con protezione termica.

• Contalitri ad uso non commerciale.

• Filtro separatore d’acqua (n° 2 filtri sul modello 

GLM-100).

• Fungo di emergenza per blocco motore.

• Pistola automatica con raccordo girevole e 4 m di 

tubo flessibile per carburante.

• pistola ad arresto automatico e portapistola rica-

vato nella struttura.

• Chiusura di sicurezza a chiave.

• Dimensioni: 540x360x1000h mm.

  GENERAL TECHNICAL FEATURES:

Self-supporting stamped-plate frame treated with 

a corrosion-resistant layer and oven-baked powder 

coated as finishing.

The exclusive attractive shape, the sturdy construc-

tion, the high efficiency and the low-maintenance 

design make these dispensers an ideal solution for 

all non-commercial refuelling needs.

• Self-ventilated enclosed motor provided with 

thermal protection.

• Self-priming vane pump, built-in bypass valve, 

mechanical seal, strainer, flow rate 70 lpm or 90 

lpm.

• Nutating-disk fuel meter for non-commercial use, 

provided with mechanical readout system.

• Water separator filter (n. 2 filters for GLM-100 

model).

• Emergency mushroom-type shut-off button.

• Automatic fuel nozzle with swivel joint.

• 4 m. of antistatic rubber hose. 

• Nozzle holder built-in the dispenser chassis.

• Safety key lock.

• Dimensions: 540x360x1000h mm.




