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AH600  600 PSI 

AIR/WATER HOSE  

For  the most servere working conditions in mining, quarries, industrial & construction service, 

This hose has a high margin safety and gives a long and trouble-tree service under the most  arduous working conditions. 

TEMPERATURE RANGE : - 40℃℃℃℃ to + 85℃℃℃℃ 

TUBE:  Oil-Mist Resistant Natural and Synthetic Rubber 

REINFORCEMENT: Piles of Steel Wire Cord 

COVER: Abrasion, Ozone and Weather Resistant Smooth Natural and Synthetic Rubber 

Application: Medium Duty Service for Air and Pneumatic Tools Specially in Mines, Quarries and Constructions. 

COILS: 30/40mt continuous length; other length , size and color available on request 

BRANDING :Yellow  transfer tape with black text 

‘TECHFLEX AH600 HEAVY DUTY AIR HOSE WPSI 600’ 

Part No I.D. O.D. 
Working 
Pressure 

Bursting  

Presure 
Weight Length/roll  

 mm inches mm inches atm Psi atm Psi kg/m lbs/ft m 

AH600-0050 13 1/2 24 15/16 40 600 120 1800 0.51 0.34 130 

AH600-0075 19 3/4 31 1-7/32 40 600 120 1800 0.74 0.50 133 

AH600-0100 25 1 38 1-11/16 40 600 120 1800 0.91 0.65 175 

AH600-0125 32 1-1/4 45 1-57/64 40 600 120 1800 1.51 1.04 224 

AH600-0150 39 1-1/2 56 2-7/32 40 600 120 1800 1.93 1.30 266 

AH600-0200 51 2 60 2-11/16 40 600 120 1800 2.40 1.65 357 

AH600-0250 63.5 2-1/2 81 3-1/8 40 600 120 1800 2.90 2.00 441 

AH600-0300 76 3 95 3-7/8 40 600 120 1800 4.68 3.21 532 

AH600-0400 102 4 120 5 40 600 120 1800 7.34 5.04 714 

AH600-0600 152.4 6 175 6-7/8 40 600 120 1800 10.3 6.98 1215 


