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PVC Standard Pressure Transparent Hose 

 

Characteristics   Usage 

1. Flexible, Light - weight  1. General use of water supply / drain. 

2. Long lasting. Cold - proof. 
Chemical - proof. 

 
2. Agricultural, industrial, construction use. 

3. High quantity of water supply / drain  3. For protecting wire, drainage piping. 

4. Easy to handle. Easy to connect.  4. Transporting chemicals and powders. 

 

        Pressure (Bar) Weight 

Size (inch) I.D. (mm) 
Thickness 

(mm) 
Length (m) Working Bursting 

Kg/ Roll 
(+/-5%) 

1 25 3.5 30 / 45 7-8 23-24 10.3/15.5 

1-1/4 32 4 30 7-8 23-24 12.2 

1-1/2 38 4 30 7-8 23-24 13.8 

2 50/51 4.3 30 6-7 20-21 19 

2-1/2 64 4.5 30 5-6 17-18 27.6 

3 76 5 30 4-5 14-15 33 

4 102 5.7 30 4-5 14-15 54 

5 127 5.7 30 3-4 11-12 56 

6 152 7 30 3-4 11-12 60 

8 200 8 6 3-4 11-12 42 
Remarks:. ID / OD Tolerance : +/- 1.0 / 1.5 / 2.5 


